
R205 R254 R295

Material Steel Steel Steel

Assembly type Welded Welded Welded

ø uprights ø 40 mm ø 40 mm ø 40 mm

Work heights From 4,60 m to 13,60 m From 4,60 m to 13,60 m From 4,60 m to 13,60 m

Uprights spacing size Length 2,05 x Width 0,75 m Length 2,54 x Width 0,75 m Length 2,95 x Width 0,75 m

Overall size Lenght 2,17 x Width 0,87 m Lenght 2,66 x Width 0,87 m Lenght 3,07 x Width 0,87 m

Platform

•  Aluminium/wooden platform,                  
double trapdoor, integrated 
toe-boards

•  Usable area : 1,95 x 0,60 m
•  Load capacity per platform: 

230 kg

•  Aluminium/wooden platform,  
double trapdoor, integrated 
toe-boards

•  Usable area : 2,44 x 0,60 m
•  Load capacity per platform: 

290 kg

•  Aluminium/wooden platform,                  
double trapdoor, integrated 
toe-boards

•  Usable area : 2,85 x 0,60 m
•  Load capacity per platform:         

340 kg

Adjustable wheels ø 200 mm pierced-spindle 
wheels adjustable over 20 cm

ø 200 mm pierced-spindle 
wheels adjustable over 20 cm

ø 200 mm pierced-spindle  
wheels adjustable over 20 cm

Safety 3 
Decree 2004-924 
Standard NF EN 1004

Decree 2004-924 
Standard NF EN 1004

Decree 2004-924 
Standard NF EN 1004 

EASY AND FAST 
DEPLOYMENT

RANGE : MOBILE SCAFFOLD TOWERS  /  MATERIAL : STEEL  / MAX HEIGHT : 13,60 M
AVAILABLE IN 3 LENGHTS: 2,05 / 2,54 / 2,95 M

INTEGRATED  DIFFERENCE 
IN-HEIGHT SET-UP

-  Maximum difference

   
in level setup: 1,50 m

SAFE ASSEMBLY AND 
DISASSEMBLY BY ONE  
OPERATOR

- One-pieced 

  
guardrails

PLATFORMS WITH DOUBLE TRAPDOOR : 
EFFICIENT SOLUTION AGAINST THE RISK 
OF FALLING

- Aluminium/wooden platform - double trapdoor

-  Integrated toe-boards 

ROLLSTAR

MADE IN


